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IPERBET

• For mixing tile adhesives, thinsets, mortar for plasters, quartz plasters, concrete and etc...  
• Production capacity 300 Kg/h (50 lbs - 100 lbs). 
• Mixing at low rpms does not entrap air and provides a homogenous mix. 
• Fixed paddle, rotating bucket. This system provides a higher level of operator safety and allows  
 the operator to check the mix quality while mixing.

• Gear ratio of motor to bucket 25 ÷ 1. 
• Supplied with: two buckets (45 lt/12 gal), standard mixing blade, hex key, user and  
 maintenance manual.
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TECHNICAL CHARACTERISTICS

45 L

 110 8024648003331 1 230 V 50/60 Hz Single-phase 0,5 HP/0,37 kW 1400/1680 55 / 66 45 lt 12 gal
 110 USA 8024648014092 1 110 V 60 Hz Single-phase 0,5 HP/0,37 kW 1680 66 45 lt 12 gal
 110 GB 8024648005403 1 110 V 50 Hz Single-phase 0,5 HP/0,37 kW 1400 55 45 lt 12 gal

MACHINE SPECIFICATIONS AND VERSIONS

 Part No.

DIMENSIONS AND WEIGHT

  60x51xh 77 cm 23 5/8”x19 5/8”xh 30 5/8”  34 Kg  75 lbs 85x60xh 60 cm 33 1/2” x23 5/8” xh 23 5/8”  39 Kg  86 lbsIPERBET

 Model

IPERBET
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ACCESSORIES AND BUCKETS FOR IPERBET, IPERBET FLUID AND MIXERS

MIXING PADDLES

• For mixing paints, thin set, grout, ready render, etc... 
• Type of clutches: with profiled arm for quick-release screw arm 14M for screw-fit, hexagonal arm  

 for blocking with chuck.
• Type of shape: reinforced double spiral, 4 shaped blades.
• Made of galvanized steel.

Part No.

 178 389L 8024648079541 3 Double spiral mixing paddle Ø 160 mm (6 9/32”) – • –   2,5 Kg  5.5 lbs
 178 389C 8024648004765 3 4 bladed mixing paddle Ø 120 mm (4 3/4”) • – –   1,6 Kg  3.5 lbs
 178 389E 8024648009814 3 4 bladed mixing paddle Ø 140 mm (5 3/4”) – • –   2,4 Kg  5.3 lbs
 178 389F 8024648017888 3 3 spiral mixing paddle Ø 140 mm (5 3/4”) – • –   3,6 Kg  7.9 lbs
 178 389G 8024648017895 3 3 spiral mixing paddle Ø 120 mm (4 3/4”) – • –   3,4 Kg  7.5 lbs
 178 S 8024648000392 10 Double spiral mixing paddle Ø 90 mm (3 1/2”) – – •   5,3 Kg  11.7 lbs
 178 8024648000385 16 4 bladed mixing paddle Ø 120 mm (4 3/4”) – – •   7 Kg  15.4 lbs

Description

60x12xh 16 cm  23 5/8”x4 3/4”xh 6 3/8”

 
60x12xh 16 cm   23 5/8”x4 3/4”xh 6 3/8”

60x34xh 16 cm   23 5/8”x13 3/8”xh 6 3/8”

178 389C 178 389E 178 S 178178 389F178 389F178 389L 178 389G

Part No.

Part No.

 239KITC01A 8024648007094 1 Tool kit for mixing fluid • • 2,8 Kg  6 lbs 58x30xh 25 cm  23”x12”xh 10”  3 Kg  6.6 lb
 239UF02D 8024648011442 1 Double bladed tool  • • 2 Kg   4.4 lbs 35x40xh 10 cm  13 3/4”x15 3/4”xh 4” 2,3 Kg  5 lbs
 239VG02D 8024648011466 1 Mass (clump) breaker • – 300 gr 10.6 oz 35x5xh 5 cm  13 3/4”x2”xh 2” 400 gr  14.1 oz 

 243 8024648070968 1 Height-adjustable rake for self-leveling (without handle) 1,6 Kg 3,5 lbs 71x23xh1 28”x9”x h 4 1/2” 1,8 Kg 4 lbs
 243PE01A 8024648073297 1 Spare tempered pivots Ø 4 mm (5/32”); length 60 mm (2 3/8”) - 24 pcs kit 3,5 Kg 7,7 lbs – – – –
 197CF 8024648000316 12 Anodized aluminum pole with hole - length 133 cm 420 gr 14.8 oz 140x20xh10 cm 55”x8”x4” 5,5 Kg 12.1 lbs
 197CM180 8024648000644 12 Anodized aluminum pole with hole - length 180 cm 600 gr 21.2 oz 180x20xh10 cm 71”x8”x4” 7,2 Kg 15.9 lbs

Description

Description

TOOLS

ACCESSORIES FOR IPERBET, IPERBET FLUID AND MIXERS

BUCKETS

Part No.

 289IPER 8024648000989 10 With handles  45 lt 12 gal • • 2,3 Kg 5 lbs 50x50xh 35 cm 19 5/8”x19 5/8”xh 13 3/4” 23 Kg  50.7 lbs

Description

 IPERBET IPERBET FLUID

 IPERBET IPERBET FLUID
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